
S:FLEX Product catalogue
Components for photovoltaic mounting systems

High-quality materials

Proven click technology 

Accurate to the millimetre without cutting

Pre-assembled and height-adjustable

With guarantee and full service
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More than two decades of experience in  

the solar industry and frame technology flow  
into the design and production of each of  

our products. Whether flat roofs, pitched roofs 
or groand-mounted systems – our range of 

high-quality mounting systems covers everything 

from pre-assembled and partially pre-installed 

substructures to tailor-made solutions, which we 
always develop in close collaboration with our 

partners.

In addition to optimising our assembly process-

es and developing innovative frame details, we 
place a particular focus on providing services 

and support for our specialist partners. Advice on 

product selection, fast delivery direct to the build-

ing site, preparation of the structural analysis as 
well as project   planning – S:FLEX is always on 

hand to help and advise you.

Get to know a team that always makes time to 

cater to your requirements and to support your 

project holistically in accordance with your par-

ticular needs.

S:FLEX GmbH
The company

Sustainable energy – securely anchored.
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S:FLEX High-bead rail HK 125 / 172
S:FLEX High-bead rail HK 125 XL 50 / 100 

S:FLEX High-bead rail Lift
S:FLEX Trapezoidal sheet metal rail Lift/Vario

S:FLEX Hanger bolts & Solar fasteners

S:FLEX LEICHTmount RAIL 2.1 S
S:FLEX LEICHTmount RAIL 2.1 EW

S:FLEX LEICHTmount CF EW

S:FLEX LEICHTmount G EW

S:FLEX Systems overview
Find the right solution for your project

General information: All transactions are subject to the terms and conditions of S:FLEX, published online at www.sflex.com/general- 

terms-and-conditions, as well as additional agreements confirmed by acceptance of the order. All prices in EUR, excl. VAT. Delivery solely  
in packing units. We reserve the right to make changes in design and technique, dimensions, weight and materials for the purpose of improving 
products. Illustrations without obligation. Errors, omissions and changes excepted. With publication of this catalogue other catalogues lose  
their validity.

 prior authorization of the manufacturer to mount onto the cover shell necessary

 optional

Application
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S:FLEX INmount

S:FLEX ELS

S:FLEX Roof hooks

S:FLEX Roof mounting kit

S:FLEX Standing seam clamps

S:FLEX High-bead rail HK 125 / 172
S:FLEX High-bead rail HK 125 XL 50 / 100 
S:FLEX Bracket for sheet metal

S:FLEX High-bead rail Lift
S:FLEX Trapezoidal sheet metal rail Lift/Vario
S:FLEX Trapezoidal sheet metal rail

S:FLEX Hanger bolts & Solar fasteners
S:FLEX Flat Direct 

S:FLEX Triangle Delta

S:FLEX LEICHTmount RAIL 2.1 S
S:FLEX LEICHTmount RAIL 2.1 EW
S:FLEX LEICHTmount CF S

S:FLEX LEICHTmount CF EW
S:FLEX GreenLight

S:FLEX GreenLight ON TOP

S:FLEX LEICHTmount SNAP

S:FLEX Delta Concrete

S:FLEX LEICHTmount G S

S:FLEX LEICHTmount G EW
S:FLEX Carport 



6 Components QU=Quantity and Price Unit (pcs=Pieces) | PU=Packaging Unit | BP=Bulk Pack

Mounting rails
ST-AK 5/40

ST-AK 5/40
Material: Aluminium EN AW-6063 T6 

Max. torque of inertia Ix:  5.078 cm4

Max. resisting torque Wx: 2.501 cm3

Dimensions H x W:  40 x 37.1 mm

Article supplement:  No hammer-head slot on rail top face

Length Colour Weight QU PU BP Art. No.

6200 mm mill finished 3.802 kg pcs 1 144 30-105-005

4405 mm mill finished 2.702 kg pcs 1 144 30-105-009

3600 mm mill finished 2.208 kg pcs 1 144 30-105-360

3600 mm black 2.208 kg pcs 1 144 30-105-361

3300 mm mill finished 2.024 kg pcs 1 144 30-105-330

3300 mm black 2.024 kg pcs 1 144 30-105-316

2380 mm mill finished 1.460 kg pcs 1 144 30-105-238

2380 mm black 1.460 kg pcs 1 144 30-105-240

Splice 5 / Splice 5 Grounding
Material: Aluminium EN AW-6063 T6 

Dimensions H x W x L:  37.1 x 26 x 195 mm

Max. torque of inertia Ix:  5.594 cm4

Max. resisting torque Wx: 2.910 cm3

Splice 5:  incl. slipping protection

Splice 5 Grounding:  incl. grounding splice and  

 slipping protection

Product Colour Weight QU PU BP Art. No.

Splice 5 mill finished 0.173 kg pcs 10 2,430 30-200-002

Splice 5
Grounding mill finished 0.173 kg pcs 10 2,430 30-200-003

Covering cap 5
Material: Aluminium EN AW-6063 T6 

Dimensions H x W x L:  31 x 25 x 36.8 mm

Colour Weight QU PU BP Art. No.

mill finished 0.013 kg pcs 20 11,520 30-500-023

black 0.013 kg pcs 20 11,520 30-500-033

 Available in other lengths upon request.
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Mounting rails
ST-AK 7/47

ST-AK 7/47
Material: Aluminium EN AW-6063 T6 

Max. torque of inertia Ix:  7.709 cm4

Max. resisting torque Wx: 3.155 cm3

Dimensions H x W:  47 x 35.4 mm

Length Colour Weight QU PU BP Art. No.

6200 mm mill finished 4.607 kg pcs 1 105 30-107-015

4405 mm mill finished 3.273 kg pcs 1 105 30-107-440

3600 mm mill finished 2.675 kg pcs 1 105 30-107-360

3600 mm black 2.675 kg pcs 1 105 30-107-361

3300 mm mill finished 2.452 kg pcs 1 105 30-107-330

3300 mm black 2.452 kg pcs 1 105 30-107-032

2380 mm mill finished 1.768 kg pcs 1 105 30-107-038

2380 mm black 1.768 kg pcs 1 105 30-107-037

Splice 7 / Splice 7 Grounding
Material: Aluminium EN AW-6063 T6 

Dimensions H x W x L:  35.5 x 24.2 x 195 mm

Max. torque of inertia Ix:  7.007 cm4

Max. resisting torque Wx: 3.959 cm3

Splice 7:  incl. slipping protection

Splice 7 Grounding:  incl. grounding splice and  

 slipping protection

Product Colour Weight QU PU BP Art. No.

Splice 7 mill finished 0.224 kg pcs 10 2,430 30-200-015

Splice 7
Grounding mill finished 0.224 kg pcs 10 2,430 30-200-016

Covering cap 7
Material: Aluminium EN AW-6063 T6 

Dimensions H x W x L:  31 x 25 x 35.2 mm

Colour Weight QU PU BP Art. No.

mill finished 0.013 kg pcs 20 11,520 30-500-024

black 0.013 kg pcs 20 11,520 30-500-036

 Available in other lengths upon request.
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Mounting rails
ST-AK 13/60

ST-AK 13/60
Material: Aluminium EN AW-6063 T6 

Max. torque of inertia Ix:  14.622 cm4

Max. resisting torque Wx: 4.815 cm3

Dimensions H x W:  60 x 37.4 mm

Length Colour Weight QU PU BP Art. No.

6200 mm mill finished 5.259 kg pcs 1 96 30-113-033

3150  mm mill finished 2.672 kg pcs 1 96 30-113-031

Splice 13 / Splice 13 Grounding
Material: Aluminium EN AW-6063 T6 

Dimensions H x W x L:  48.5 x 23.8 x 195 mm

Max. torque of inertia Ix:  13.084 cm4

Max. resisting torque Wx: 5.395 cm3

Splice 13:  incl. slipping protection

Splice 13 Grounding:  incl. grounding splice and  

 slipping protection

Product Colour Weight QU PU BP Art. No.

Splice 13 mill finished 0.266 kg pcs 10 2,430 30-200-017

Splice 13
Grounding mill finished 0.272 kg pcs 10 2,430 30-200-022

Covering cap 13
Material: Aluminium EN AW-6063 T6 

Dimensions H x W x L:  31 x 25 x 48.2 mm

Colour Weight QU PU BP Art. No.

mill finished 0.017 kg pcs 20 11,520 30-500-026

black 0.017 kg pcs 20 11,520 30-500-035

 Available in other lengths upon request.
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Mounting rails
ST-AK 26/70

ST-AK 26/70
Material: Aluminium EN AW-6063 T6 

Max. torque of inertia Ix:  26.278 cm4

Max. resisting torque Wx: 7.117 cm3

Dimensions H x W:  70 x 43.8 mm

Length Colour Weight QU PU BP Art. No.

6200 mm mill finished 6.916 kg pcs 1 75 30-126-027

3150  mm mill finished 3.514 kg pcs 1 75 30-126-028

Splice 26
Material: Aluminium EN AW-6063 T6 

Dimensions H x W x L:  57 x 24 x 249 mm

Max. torque of inertia Ix:  26.381 cm4

Max. resisting torque Wx: 9.257 cm3

Article supplement:  incl. slipping protection

Product Colour Weight QU PU BP Art. No.

Splice 26 mill finished 0.496 kg pcs 10 1,620 30-200-020

Covering cap 26
Material: Aluminium EN AW-6063 T6 

Dimensions H x W x L:  31 x 25 x 56.8 mm

Colour Weight QU PU BP Art. No.

mill finished 0.020 kg pcs 20 11,520 30-500-028

 Available in other lengths upon request.
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Mounting rails
ST-AK 182/120

ST-AK 182/120 l=6200
Material: Aluminium EN AW-6063 T6 

Max. torque of inertia Ix:  183.727 cm4

Max. resisting torque Wx: 28.163 cm3

Dimensions H x W:  120 x 87.8 mm

Article supplement: No hammer-head slot on top

Length Colour Weight QU PU BP Art. No.

6200 mm mill finished 14.135 kg pcs 1 24 30-182-037

Adapter 3.1 l=3000
Material: Aluminium EN AW-6063 T6

Max. torque of inertia Ix:  7.863 cm4

Dimensions H x W:  39 x 110 mm

Length Colour Weight QU PU BP Art. No.

3000 mm mill finished 6.900 kg pcs 1 80 30-100-055

Splice 182
Material: Aluminium EN AW-6063 T6 

Dimensions H x W x L:  114.5 x 67.2 x 295 mm

Max. torque of inertia Ix:  186.527 cm4

Max. resisting torque Wx: 31.188 cm3

Article supplement:  incl. slipping protection

Product Colour Weight QU PU Art. No.

Splice 182 mill finished 0.896 kg pcs 1 30-200-011
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Mounting rails
Trapezoidal sheet metal rails / High-bead rails

Trapezoidal sheet metal rail AK l=3150
Material: Aluminium EN AW-6063 T6 

Max. torque of inertia Ix:  2.279 cm4

Max. resisting torque Wx: 1.358 cm3

Article supplement: No hammer-head slot,  
 not drilled and without tape

Dimensions H x W x L Weight QU PU BP Art. No.

25 x 80 x 3150 mm 2.067 kg pcs 1 126 30-100-049

Trapezoidal sheet metal rail AK l=395/24
Material: Aluminium EN AW-6063 T6 

Material sealing: closed-cell rubber EPDM 

Max. torque of inertia Ix:  2.279 cm4

Max. resisting torque Wx: 1.358 cm3 

Screw Diameter: 24 x 5 mm

Article supplement: 2 x 12 holes 5 mm pre-drilled, bottom side  
 fully covered with EPDM sealing tape

Dimensions H x W x L Weight QU PU BP Art. No.

25 x 80 x 395  

(with EPDM: 27 x 80 x 395)
0.317 kg pcs 40 1,280 30-500-029

HS rail HK 125
Material: Aluminium EN AW-6063 T6

Article supplement: Pre-drilled with 2 x 2 holes (5 mm / 6 mm),
 bottom side fully covered with EPDM sealing tape

Dimensions H x W x L Weight QU PU BP Art. No.

24 x 31 x 125 mm 0.061 kg pcs 50 8,100 710-400-105

HS rail HK 172
Material: Aluminium EN AW-6063 T6

Article supplement: Pre-drilled with 2 x 4 holes (5 mm / 6 mm),
 bottom side fully covered with EPDM sealing tape

Dimensions H x W x L Weight QU PU BP Art. No.

24 x 31 x 172 mm 0.084 kg pcs 50 4,800 710-400-112

HS rail HK l=3300
Material: Aluminium EN AW-6063 T6

Max. torque of inertia Ix:  1.086 cm4

Max. resisting torque Wx: 0.734 cm3

Dimensions H x W x L Weight QU PU BP Art. No.

24 x 31 x 3300 mm 1.440 kg pcs 1 270 710-400-113
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Mounting rails
HS rails XL / HS clamp XL

HS rail HK 125 XL 50
Material: Aluminium EN AW-6063 T6

Article supplement: Installation with HS clamp XL 130 - 6.5,
 bottom side covered with polyester fleece 

 (t=2.2 mm)

Dimensions H x W x L Weight QU PU BP Art. No.

52.2 x 31 x 125 mm 0.121 kg pcs 50 3,150 710-400-110

HS rail HK 125 XL 100
Material: Aluminium EN AW-6063 T6

Article supplement: Installation with HS clamp XL 130 - 6.5,
 bottom side covered with polyester fleece 

  (t=2.2 mm)

Dimensions H x W x L Weight QU PU BP Art. No.

102.2 x 31 x 125 mm 0.191 kg pcs 25 1,575 710-400-108

HS clamp XL 130 - 6.5
Material: Aluminium EN AW-6063 T66

Article supplement: For installation of HS rail HK 125 XL 50/100, 
 pre-drilled 2 x 6.5 mm;  

 drill holes with EPDM sealing on the bottom

Dimensions H x W x L Weight QU PU BP Art. No.

10.8 x 25.8 x 178 mm 0.031 kg pcs 25 7,500 710-400-165
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Mounting rails
Trapezoidal sheet metal rail Lift / Bracket for sheet metal installation

Lift Adapter Multi rear
Material: Aluminium EN AW-6063 T6

Article supplement: For mounting on rails with LIFT mounting option

Dimensions H x W x L Weight QU PU BP Art. No.

120.3 x 31 x 100 mm 0.137 kg pcs 40 2,520 720-200-611

Lift Adapter Multi front
Material: Aluminium EN AW-6063 T6

Article supplement: For mounting on rails with LIFT mounting option

Dimensions H x W x L Weight QU PU BP Art. No.

45.9 x 31 x 100 mm 0.068 kg pcs 40 7,440 720-200-610

Lift Trapezoidal sheet metal rail 375
Material: Aluminium EN AW-6063 T6

Article supplement: To hold the Lift adapters or for direct mounting 

 modules, bottom side fully covered with  
 EPDM sealing tape

Dimensions H x W x L Weight QU PU BP Art. No.

42 x 72 x 375 mm 0.408 kg pcs 20 900 720-200-612

HS rail Lift 100
Material: Aluminium EN AW-6063 T6

Article supplement: To hold the Lift adapters or for direct mounting 

 modules, bottom side fully covered with EPDM  
 sealing tape

Dimensions H x W x L Weight QU PU BP Art. No.

33.5 x 44 x 100 mm 0.061 kg pcs 40 7,440 720-200-614

Bracket for sheet metal installation
Material: Aluminium EN AW-6063 T6

Material screw: Stainless steel A2-70

Material sealing: Closed-cell rubber, EPDM
Type of roofing: Corrugated iron; Trapezoidal sheet metal
Max. height compensation: 21 mm

Screw diameter: 5 mm

Article supplement: Pre-assembled;  

 incl. hammer-head bolt set M8x25, 
 bottom side fully covered with sealing tape

Weight QU PU BP Art. No.

0.096 kg pcs 20 4,860 30-600-011
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Module fastening
End clamps

End clamp AK II Klick 30-50
Material: Aluminium EN AW-6063 T6

Material screw: Stainless steel A2-70

Module frame height: 30 - 50 mm 

Clamping distance:  25 mm

Article supplement: Pre-assembled

Option Colour Weight QU PU BP Art. No.

l=35 mill finished 0.057 kg pcs 10 5,760 30-400-008

l=35 black 0.057 kg pcs 10 5,760 30-400-070

l=40 mill finished 0.060 kg pcs 10 5,760 30-400-061

l=40 black 0.060 kg pcs 10 5,760 30-400-068

l=80 mill finished 0.084 kg pcs 10 2,880 30-400-054

End clamp AK 25-40
Material: Aluminium EN AW-6063 T6

Material screw: Stainless steel A2-70

Module frame height: 25 - 40 mm 

Clamping distance:  25 mm

Article supplement: Pre-assembled

Option Colour Weight QU PU BP Art. No.

l=50 mill finished 0.061 kg pcs 10 5,760 30-400-023

l=50 black 0.061 kg pcs 10 5,760 30-400-086

l=50 
with 

grounding 
plate

mill finished 0.065 kg pcs 10 2,880 30-400-087

l=50 
with 

grounding 
plate

black 0.065 kg pcs 10 2,880 30-400-108

 Other clamp lengths available upon request.
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Module fastening
Module clamps

Module clamp AK 25-40
Material: Aluminium EN AW-6063 T6

Material screw: Stainless steel A2-70

Module frame height: 25 - 40 mm 

Distance b/w modules:  19 mm

Article supplement: Pre-assembled

Option Colour Weight QU PU BP Art. No.

l=50 mill finished 0.048 kg pcs 40 6,480 30-400-088

l=50 black 0.048 kg pcs 40 6,480 30-400-089

l=50 
with 

grounding 
plate

mill finished 0.055 kg pcs 40 6,480 30-400-098

l=50 
with 

Grounding 
plate

black 0.055 kg pcs 40 6,480 30-400-101

Module clamp AK II Klick 30-50
Material: Aluminium EN AW-6063 T6

Material screw: Stainless steel A2-70

Module frame height: 30 - 50 mm 

Distance b/w modules:  19 mm

Article supplement: Pre-assembled

Option Colour Weight QU PU BP Art. No.

l=40 mill finished 0.049 kg pcs 40 6,480 30-400-049

l=40 black 0.049 kg pcs 40 6,480 30-400-066

l=40  
with 

grounding 
plate

mill finished 0.057 kg pcs 40 6,480 30-400-082

l=80 mill finished 0.070 kg pcs 40 6,480 30-400-056

 Other clamp lengths available upon request.
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Module fastening
Laminate clamps

 More laminate clamps available upon request. Clamp width  
 up to 200 mm. For modules with a glass thickness of 3.9 – 8.5 mm.

Laminate mid clamp LMK AK 80 TPE
Dimensions H x W x L: 43.1 x 45.1 x 80 mm

Distance b/w modules:  16 mm

Weight QU PU BP Art. No.

0.118 kg pcs 40 3,840 30-400-073

Laminate end clamp LEK AK 80 TPE
Dimensions H x W x L: 43.1 x 34.6 x 80 mm

Clamping distance:  16 mm

Weight QU PU BP Art. No.

0.101 kg pcs 5 2,880 30-400-074

Laminate mid clamp / end clamp AK 80 TPE
Material: Aluminium EN AW-6063 T6

Material screw: Stainless steel A2-70

Material rubber: TPE

Clamping area: 6.5 - 7.5 mm

Article supplement: Pre-assembled with hammer-head bolt

Certification: First Solar FS 4 among others
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Fastening to the roof
Roof hooks Alu

S:FLEX Roof hooks Alu
Material: Aluminium EN AW-6082 T6

Material screw: Stainless steel A2-70

Type of roofing: Tile, pan
Article supplement: Pre-assembled;  

 incl. hammer-head bolt set M8x25

RH Alu 93-7-45
Base plate: 93 x 95 x 40 mm; drilling 10 x 7 mm

Max. height compensation:  45 to 58 mm in roof panel area;  

 21 mm in rail area

Colour Weight QU PU BP Art. No.

mill finished 0.456 kg pcs 20 640 720-200-040

black 0.456 kg pcs 20 640 720-200-043

RH Alu 150-7-45
Base plate: 150 x 95 x 40 mm; drilling 8 x 7 mm

Max. height compensation:  45 to 58 mm in roof panel area;  

 21 mm in rail area

Colour Weight QU PU BP Art. No.

mill finished 0.580 kg pcs 20 480 30-600-019

RH Alu 93-7-40
Base plate: 93 x 95 x 40 mm; drilling 10 x 7 mm

Max. height compensation:  40 to 51.5 mm in roof panel area;  

 21 mm in rail area

Colour Weight QU PU BP Art. No.

mill finished 0.468 kg pcs 20 640 720-200-041
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Fastening to the roof
Roof hooks Alu / Vario

S:FLEX Roof hooks Alu / Vario
Material: Aluminium EN AW-6082 T6

Material screw: Stainless steel A2-70

Type of roofing: Tile, pan
Article supplement: Pre-assembled;  

 incl. hammer-head bolt set M8x25

RH Alu 111-9-45
Base plate: 111 x 110 x 40 mm; drilling 8 x 9 mm

Max. height compensation:  45 to 58 mm in roof panel area;  

 21 mm in rail area

Colour Weight QU PU BP Art. No.

mill finished 0.509 kg pcs 20 640 30-600-029

black 0.509 kg pcs 20 480 30-600-030

RH Alu 180-9-40
Base plate: 180 x 110 x 40 mm; drilling 8 x 9 mm

Max. height compensation:  40 to 51.5 mm in roof panel area;  

 21 mm in rail area

Colour Weight QU PU BP Art. No.

mill finished 0.679 kg pcs 20 480 30-600-025

RH Vario2 111-9-40
Base plate: 111 x 110 x 40 mm; drilling 8 x 9 mm

Max. height compensation:  40 to 51.5 mm in roof panel area;  

 30.6 mm in rail area

Colour Weight QU PU BP Art. No.

mill finished 0.631 kg pcs 20 480 30-600-035

RH Alu 111-9-40
Base plate: 111 x 110 x 40 mm; drilling 8 x 9 mm

Max. height compensation:  40 to 51.5 mm in roof panel area;  

 21 mm in rail area

Colour Weight QU PU BP Art. No.

mill finished 0.521 kg pcs 20 640 30-600-023
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Fastening to the roof
Roof hooks heavy duty

S:FLEX Roof hooks Hybrid
Material: Aluminium EN AW-6063 T6 (Base plate) / 

 Steel S235 (Bracket)

Material screw: Stainless steel A2-70

Type of roofing: Tile, pan
Article supplement: Pre-assembled;  

 incl. hammer-head bolt set M8x25;  

 suitable for heavy loads

RH Hybrid 112-7-46 8mm II
Base plate: 112.5 x 84 x 46 mm; drilling 12 x 7 mm

Max. height compensation:  46 to 61 mm in roof panel area;  

 21 mm in rail area

Fastening:  with wood screws d=6mm

Weight QU PU BP Art. No.

0.951 kg pcs 10 630 710-200-122-02

RH Hybrid 149-9-46 8mm
Base plate: 149 x 130 x 46 mm; drilling 10 x 9 mm

Max. height compensation:  46 to 61 mm in roof panel area;  

 21 mm in rail area

Fastening:  with wood screws d=8mm

Weight QU PU BP Art. No.

1.153 kg pcs 8 360 710-200-103

RH Hybrid 112-7-56 XL 8mm
Base plate: 112.5 x 84 x 56 mm; drilling 12 x 7 mm

Max. height compensation:  56 to 72 mm in roof panel area;  

 21 mm in rail area

Fastening:  with wood screws d=6mm

Weight QU PU BP Art. No.

1.110 kg pcs 6 378 710-200-132-02
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Fastening to the roof
Roof hooks plain tile / slate

S:FLEX Roof hooks plain tile / slate
Material: Stainless steel A2; 1.4301

Material screw: Stainless steel A2-70

Article supplement: Pre-assembled;  

 incl. hammer-head bolt set M8x25

S:FLEX RH plain tile 30x6
Type of roofing: Plain tile
Dimensions B X H: Material thickness 30x6 mm 

Drilling: 2x9 mm for plate head wood screws

Weight QU PU BP Art. No.

0.606 kg pcs 20 960 720-200-071

S:FLEX RH slate 30x5
Type of roofing: Slate
Dimensions B X H: Material thickness 30x5 mm 

Drilling: 3x7 mm for countersunk wood screws

Weight QU PU BP Art. No.

0.462 kg pcs 20 1,080 720-200-061

S:FLEX RH slate 35x6
Type of roofing: Slate
Dimensions B X H: Material thickness 35x6 mm 

Drilling: 3x7 mm for countersunk wood screws

Weight QU PU BP Art. No.

0.657 kg pcs 10 720 720-200-068
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Fastening to the roof
Roof hook accessories

Aluminium-roof tile type “Biber Vario”
Material: Aluminium EN AW-6063 T66

Dimensions: 178 x 360 x 8.8 mm

Weight QU PU BP Art. No.

0.418 kg pcs 15 1,440 720-200-701

Shimming plate for roof hooks
Material: Polypropylen

Dimensions: 100 x 52 x 6 mm

Article supplement: Bearing strength 150 kg;  

 temperature-resistant from -20° to +80° C; 

 mounting with the surface facing downwards

Weight QU PU BP Art. No.

0.012 kg pcs 20 500 720-200-600

Metal roof tile type “Biber Vario”
Material: Sheet steel zinc plated

Dimensions: 180 x 380 mm (coverage area), thickness 0.7 mm
Article supplement: Delivery with foam wedges (self-adhesive)

Option Weight QU PU Art. No.

zinc plated 0.500 kg pcs 30 720-200-102

red – powder-coated 0.500 kg pcs 30 720-200-100

brown – powder-coated 0.500 kg pcs 30 720-200-101

dark grey – powder-coated 0.500 kg pcs 30 720-200-103

Metal roof tile type “Concrete”
Material: Sheet steel zinc plated

Dimensions: 385 x 425 mm, thickness 0.7 mm
Article supplement: Delivery with foam wedges (self-adhesive)  

 and plumb seal

Option Weight QU PU Art. No.

zinc plated 1.400 kg pcs 20 720-200-105

red – powder-coated 1.400 kg pcs 20 720-200-106

brown – powder-coated 1.400 kg pcs 20 720-200-107

dark grey – powder-coated 1.400 kg pcs 20 720-200-108

 More metal roof tiles for all common types of tile available upon request.
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Fastening to the roof
Standing seam clamps

S:FLEX Standing seam clamps
Material screw: Stainless steel A2-70

Article supplement: Pre-assembled; direct mounting of  

 modules without mounting rails possible

S:FLEX Standing seam clamp 2.1
Material: Aluminium EN AW-6063 T6

Dimensions L x W x H: 100 x 50 x 78.1 mm

Type of roofing: Sheet metal / standing seam and  
 round seam

Weight QU PU BP Art. No.

0.323 kg pcs 27 1,944 720-200-502

S:FLEX Standing seam clamp CL
Material: Aluminium EN AW-6063 T6

Dimensions L x W x H: 100 x 48 x 70.9 mm

Type of roofing: Industrial metal system roofs

Weight QU PU BP Art. No.

0.273 kg pcs 36 2,592 720-200-520

S:FLEX Standing seam clamp DCO
Material: Aluminium EN AW-6063 T6

Dimensions L x W x H: 100 x 48 x 70.9 mm

Type of roofing: Industrial metal system roofs

Weight QU PU BP Art. No.

0.261 kg pcs 36 2,592 720-200-530
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Fastening to the roof
Brackets / Adapter rails

Brackets
Material: Aluminium EN AW-6063 T6

Material screw:  Stainless steel A2-70

Article supplement: Pre-assembled;  

 incl. hammer-head bolt set M8x25

Option
Screw  

diameter Weight QU PU BP Art. No.

40mm, M8 for 8 mm  
screws 0.102 kg pcs 20 4,860 30-700-004

60mm, M10 for 10 mm  
screws 0.087 kg pcs 20 5,760 30-700-020

60mm, M12 for 12 mm  
screws 0.086 kg pcs 20 5,760 30-700-018

Adapter rail
Material: Aluminium EN AW-6063 T6

Dimensions B x H: 92 x 40 mm

Article supplement: For supporting heavy loads with  

 2 hanger bolts or pins

Option Length Weight QU PU BP Art. No.

l=366 366 mm 0.552 kg pcs 20 640 30-500-019

l=235 235 mm 0.351 kg pcs 50 1,600 30-500-021
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Screw fastening
Hanger bolts

Hanger bolts A2
Material: Stainless steel A2

Type of roofing: Corrugated cement sheets, trapezoidal /  
 corrugated sheet metal

Option Wrench size Weight QU PU BP Art. No.

M8x200 pure 7 0.090 kg pcs 50 3,600 700-200-005

Pre-assembled with 3 self-locking nuts M8 and 1 EPDM sealing

M10x200 pure 7 0.138 kg pcs 50 3,600 700-200-001

Pre-assembled with 3 self-locking nuts M10 and 1 EPDM sealing

M10x250 pure 7 0.144 kg pcs 50 2,400 700-200-002

Pre-assembled with 3 self-locking nuts M10 and 1 EPDM sealing

M12x250 pure 9 0.220 kg pcs 50 2,400 700-200-003

Pre-assembled with 3 self-locking nuts M12 and 1 EPDM sealing

M12x300 pure 9 0.253 kg pcs 50 2,400 700-200-004

Pre-assembled with 3 self-locking nuts M12 and 1 EPDM sealing

 Other sizes available upon request.
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Screw fastening
Solar fastener BZ / Solar fastener A

 Other lengths available upon request.
All solar fasteners with choice of calotte or corrugated cement sealing.

 Other lengths available upon request.
All solar fasteners with choice of calotte or corrugated cement sealing.

Solar fastener RSB-BZ for steel constructions
Material: Stainless steel A2

Type of roofing:  Trapezoidal sheet metal, corrugated metal, 
 corrugated cement sheets

Article supplement: Pre-assembled with 2 nuts M10 and  

 A2/EPDM sealing washer; 

 5 mm hexagon drive

Option Length Weight QU PU Art. No.

8.0/M10 x 100/50
156 mm  

clamping area 
35–80 mm

0.110 kg pcs 20 700-700-001

Thread: Metric thread M10x50; Drill thread 8.0x100

8.0/M10 x 150/50
206 mm 

clamping area 
85–130 mm

0.112 kg pcs 20 700-700-003

Thread: Metric thread M10x50; Drill thread 8.0x150

8.0/M10 x 200/50
256 mm 

clamping area 
135–180 mm

0.127 kg pcs 20 700-700-005

Thread: Metric thread M10x50; Drill thread 8.0x200

Solar fastener RSB-A for wood constructions
Material: Stainless steel A2

Type of roofing:  Trapezoidal sheet metal, corrugated metal, 
  corrugated cement sheets

Article supplement: Pre-assembled with 2 nuts M10 and  

 A2/EPDM sealing washer; 

 5 mm hexagon drive

Option Length Weight QU PU Art. No.

8.0/M10 x 100/50
156 mm  

clamping area 
20–60 mm

0.110 kg pcs 20 700-700-021

Thread: Metric thread M10x50; Drill thread 8.4x100

8.0/M10 x 150/50
206 mm 

clamping area 
75–110 mm

0.112 kg pcs 20 700-700-029

Thread: Metric thread M10x50; Drill thread 8.4x150

8.0/M10 x 200/50
256 mm 

clamping area 
125–160 mm

0.127 kg pcs 20 700-700-030

Thread: Metric thread M10x50; Drill thread 8.4x200
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Screw fastening
Wood screws

S:FLEX wood screw
Material: Stainless steel A2

Article supplement:  For roof hook slate, with drill bit and slice coating

Option Length Weight QU PU BP Art. No.

6x60 A2 TX 30 60 mm 0.011 kg pcs 100 39,000 700-102-681

6x80 A2 TX 30 80 mm 0.015 kg pcs 100 39,000 700-102-680

6x100 A2 TX 30 100 mm 0.016 kg pcs 100 39,000 700-102-682

6x120 A2 TX 30 120 mm 0.017 kg pcs 100 26,000 700-102-683

Wood screw plate head
Material: Stainless steel A2

Article supplement:  With threading groove; for roof hook Alu

Option Length Weight QU PU BP Art. No.

8.0x80 TX 40 80 mm 0.020 kg pcs 100 28,800 700-100-003

8.0x100 TX 40 100 mm 0.025 kg pcs 100 14,400 700-100-004

8.0x140 TX 40 140 mm 0.030 kg pcs 50 14,400 700-100-140

8.0x200 TX 40 200 mm 0.060 kg pcs 50 9,600 700-100-006

Wood screw countersunk
Material: Stainless steel A2

Article supplement:  For roof hook slate, with drill bit and slice coating

Option Length Weight QU PU BP Art. No.

6x80 A2 TX 30 80 mm 0.010 kg pcs 200 57,600 700-100-202

 Other sizes available upon request.
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Accessories
Cross adapter clamp / Safety material

Cross adapter clamp AK II A
Material: Aluminium EN AW-6063 T6

Material screw:  Stainless steel A2-70

Article supplement: Pre-assembled

Weight QU PU BP Art. No.

0.054 kg pcs 20 5,760 30-500-047

Slipping protection
Material: Stainless steel A2-70

Article supplement: incl. hex nut M6

Thread Length Weight QU PU Art. No.

M6 20 mm 0.010 kg pcs 25 30-700-002

Slider lock AK
Material: Aluminium EN AW-6063 T6

Material screw:  Stainless steel A2-70

Article supplement: Pre-assembled

Colour Weight QU PU BP Art. No.

mill finished 0.024 kg pcs 20 11,520 30-500-003

black 0.024 kg pcs 20 11,520 30-500-007

Slider lock XL AK
Material: Aluminium EN AW-6063 T6

Material screw:  Stainless steel A2-70

Article supplement: Pre-assembled

Colour Weight QU PU BP Art. No.

mill finished 0.027 kg pcs 20 11,520 30-500-002
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Accessories
Sheet metal screws / Rivets / Sealing tape / Hammer-head bolts

Sheet metal screw A2
Material: Stainless steel A2 / Bi-Metall plus  

 EPDM sealing washer

Article supplement: Swarf-free self-cutting for sheet metal installation, 
 wrench size 8

Option Length Weight QU PU BP Art. No.

4.5x25 25 mm 0.005 kg pcs 100 48,000 700-900-001

6.0x25 25 mm 0.008 kg pcs 100 52,000 700-900-002

Hammer-head bolt Type 28/15
Material: Stainless steel A2-70

Thread: M8

Option Length Weight QU PU BP Art. No.

M8x25 25 mm 0.015 kg pcs 100 50,400 700-300-002

M8x45 45 mm 0.019 kg pcs 100 21,600 700-300-003

Repair screw FABA Type A 7.2x19 E19
Material: Stainless steel A2 plus EPDM sealing washer

Article supplement: For the repair of rivet or screw holes in metal 

 sheets Ø ≤ 6.3 mm

Length Weight QU PU BP Art. No.

19 mm 0.009 kg pcs 100 52,000 700-900-006

Blind rivet multi-range S:FLEX/GESIPA
Material: Aluminium / Stainless steel A2

Article supplement: Blind rivet for sheet metal installation

Dimensions Weight QU PU Art. No.

4.8 x 12 mm (pin) 0.003 kg pcs 100 30-700-725

Sealing tape EPDM, 25 m reel
Material: Closed-cell rubber EPDM

Dimensions Weight QU PU BP Art. No.

30 x 2 mm,   
25 m reel

0.335 kg /  

25 m reel
pcs 16 448 700-300-200
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Accessories
Serrated nuts / Hexagon socket head cap screw

Serrated nut
Material: Stainless steel A2

Option Thread Weight QU PU Art. No.

M8 A2 DIN 6923 M8 0.006 kg pcs 100 700-500-001

M10 A2 DIN 6923 M10 0.011 kg pcs 100 700-500-002

M12 A2 DIN 6923 M12 0.016 kg pcs 100 700-500-006

Serrated washer
Material: Stainless steel A4

Diameter Weight QU PU Art. No.

For M8 screws 0.002 kg pcs 100 700-600-005

Hexagon socket head cap screw M8x120 DIN 912 A2
Material: Stainless steel A2

Diameter Length Weight QU PU Art. No.

13 mm 10 mm 0.034 kg pcs 50 700-411-003
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Accessories
Cable straps / Grounding material

Cable straps standard black
Material: UV-resistant polyamide
Traction force:  222 N

Dimensions QU PU BP Art. No.

300 x 4.8 mm pcs 100 11,000 720-800-010

Grounding clamp
Material:  EN-AC-42100T6

Material screw:  Stainless steel A2-70  

Article supplement:  Pre-assembled; 

 incl. hammer-head bolt set M8 x 25

Dimensions Weight QU PU Art. No.

40 x 40 x 28.3 0.059 kg pcs 50 720-800-023

Grounding clamp DEHN Uni
Material:  Stainless steel 1.4301

Material screw:  Stainless steel A2-70  

Article supplement:  Pre-assembled; 

 incl. hammer-head bolt set M8 x 25

Dimensions Weight QU PU Art. No.

40 x 40 x 28.3 mm 0.065 kg pcs 50 720-800-031

Gusset plate steel S235
Material:  Steel S235 zinc plated

Drilling:  Drill holes for the variable connection of rails

Dimensions Weight QU PU Art. No.

142 x 106 x 4 mm 

hole diameter 

9.0 mm

0.391 kg pcs 50 720-100-006

Cable straps edge clip KC 15 (incl. cable straps)
Material: UV-resistant polyamide
Traction force:  180 N

Clamping area:   0.7 – 3.0 mm; cable route variable parallel / 

 90° to the edge

Dimensions QU PU BP Art. No.

200 x 3.6 mm pcs 100 48,000 720-800-004

 Other cable straps edge clips available upon request.
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Base triangles
Vario / Delta AK II

S:FLEX Delta AK II 1230
Material: Aluminium EN AW-6063 T6

Material screw:  Stainless steel A2-70

Dimensions Transport:  93 x 44.4 x 1230 mm

Angle

Dimensions  
assembled

H x L Weight QU PU BP Art. No.

10° 265.2 x 1230 mm 2.034 kg pcs 1 126 720-300-121

15° 368.6 x 1230 mm 2.105 kg pcs 1 126 720-300-122

20° 469.6 x 1230 mm 2.176 kg pcs 1 126 720-300-123

25° 566.6 x 1230 mm 2.245 kg pcs 1 126 720-300-124

30° 659.5 x 1230 mm 2.314 kg pcs 1 126 720-300-125

35° 747.6 x 1230 mm 2.382 kg pcs 1 126 720-300-126

40° 830.7 x 1230 mm 2.450 kg pcs 1 126 720-300-127

45° 970.4 x 1230 mm 2.516 kg pcs 1 126 720-300-128

60° 1095.2 x 1230 mm 2.701 kg pcs 1 126 720-300-131

Base triangle pure Vario
Material: Aluminium EN AW-6063 T6

Material screw:  Stainless steel A2-70

Article supplement: Pre-assembled; manually adjustable  

 in increments of 5° 

 (not including cross adapter clamps)

Angle
Dimensions  

H x L x W Weight QU PU BP Art. No.

35° - 45° 833-998 x  
1015-1157 x 40 mm 3.012 kg pcs 1 40 30-800-020

20° - 30° 543-741 x  
1216-1308 x 40 mm 2.794 kg pcs 1 40 30-800-021

10° - 15° 329-438 x  
1340-1363 x 40 mm 2.545 kg pcs 1 40 30-800-022

S:FLEX Diagonal bar Delta AS 1180 mm
Material: Aluminium EN AW-6063 T6

Material thickness:  2 mm

Article supplement:  1 x 9 mm, fastening material not included

Dimensions W x H x L Weight QU PU BP Art. No.

40 x 20 x 1180 mm 0.371 kg pcs 1 600 720-300-141
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