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registered in China, the United States and other countries. All other marks are trademarks
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Copyright Information

No part of this manual may be reproduced, stored in a retrieval system or transmitted, in any
form or by any means, electronic, mechanical, photocopying, recording, or otherwise without
the prior written permission of Autel.

Disclaimer of Warranties and Limitation of Liabilities

All information, specifications and illustrations in this manual are based on the latest
information available at the time of printing.

Autel reserves the right to make changes at any time without notice. While information of
this manual has been carefully checked for accuracy, no guarantee is given for the
completeness and correctness of the contents, including but not limited to the product
specifications, functions, and illustrations.

Autel will not be liable for any direct, special, incidental, indirect damages or any economic
consequential damages (including the loss of profits).

@ IMPORTANT

Before operating or maintaining this unit, please read this manual carefully, paying extra
attention to the safety warnings and precautions.

For Services and Support:

Web: www.autelenergy.com

Tel: +49 (0) 89 540299608 (Europe)
0086-755-2267-2493 (China)

Email: support.eu@autel.com

For technical assistance in all other markets, please contact your local selling agent.



Safety Information

For your own safety and the safety of others, and to prevent damage to the device and
vehicles upon which it is used, it is important that the safety instructions presented
throughout this manual be read and understood by all persons operating or coming into
contact with the device.

Safety Messages

Safety messages are provided to help prevent personal injury and equipment damage. All
safety messages are introduced by a single word indicating the hazard level.

/\DANGER

Indicates an imminently hazardous situation which, if not avoided, will result in death or
serious injury to the operator or to bystanders.

AWARNING

Indicates a potentially hazardous situation which, if not avoided, could result in death or
serious injury to the operator or to bystanders.

Safety Instructions

The safety messages herein cover situations Autel is aware of. Autel cannot know, evaluate
or advise you as to all of the possible hazards. You must be certain that any condition or
service procedure encountered does not jeopardize your personal safety.

/\SAFETY WARNINGS

Read all the instructions before you use this device.

) Do not install or use the device near flammable, explosive, harsh, or combustible
materials, chemicals, or vapors.

Turn off power at the circuit breaker before installing or cleaning the device.
This device should be supervised when used around children.

This device must be grounded through a permanent wiring system or an equipment-
grounding conductor.

Use the device only within the specified operating parameters.

® Do not use the device if it is defective, appears cracked, frayed, broken or otherwise
damaged, or fails to operate.

) Do not use the device if the flexible power cord or EV cable is frayed, broken, or
otherwise damaged, or if it fails to operate.

® Do not attempt to disassemble, repair, tamper with or modify the device.



® Handle the device with care during transportation. Do not subject it to strong force or
impact, pull, twist, tangle, drag or step on the device, to prevent damage to it and any
of its components.

Do not insert fingers or foreign objects into any part of the device.

® If any specifications or regulations mentioned in this manual contradict with your
local rules, refer to your local rules.

A\cauTioN
® Do not use private power generators as a power source for charging.

® Incorrect installation and testing of the device could potentially damage the vehicle's
battery, components, and/or the device itself.

® Do not operate the device in temperatures outside its operating range.
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1 Using This Manual

This manual describes the installation and use of the MaxiCharger AC Wallbox Home. Prior
to installation, read through this manual to be familiarized with the instructions of this
MaxiCharger to ensure a successful installation and smooth operations.

1.1 Conventions

The following conventions are used.

Bold Text

Bold text is used to highlight selectable items such as buttons and menu options.
Example:

® Tap OK.

Notes and Important Messages

Notes
A NOTE provides helpful information such as additional explanations, tips, and comments.

Example:

@NOTE

The images and illustrations depicted in this manual may differ slightly from the actual ones.




Important

IMPORTANT indicates a situation which, if not avoided, may result in damage to the test
equipment or vehicle.

Example:

O IMPORTANT

The charger should only be installed by personnel who are trained and qualified to work on
electrical systems.

Hyperlink

Hyperlinks or links that take you to other related articles, procedures, and illustrations are
available in electronic documents.

lllustrations

lllustrations used in this manual are only examples; the actual product(s) or screens may
vary.



2 General Introduction

The MaxiCharger AC wallbox is designed to charge an electric vehicle (hereinafter called
EV). Our chargers provide you with safe, reliable, fast, and smart charging solutions.

This manual will instruct you how to install and use this charger.

Intended Use

The MaxiCharger is intended for the AC charging of EVs. It is intended for both indoor and
outdoor use.

® Residential
® Commercial
® Workplace
® Vehicle Workshop
/A\DANGER
1. If you use the equipment in any way other than described in this manual or other related
documents, possible death, injury and damage to property can occur.
2. Use the equipment only as intended.
@NOTE
1. This manual is for cable, socket, and shutter models. The illustrations in this manual
use the socket version as an example.
2. The images and illustrations depicted in this manual may differ slightly from the actual

ones.




2.1 Product Overview

MaxiCharger AC Wallbox

© N o o~ w0 DN

LED Indicators (from left to right):

® Power LED

® Internet Connection LED
® Charging LED

®  Bluetooth Connection LED
RFID Reader

AC Input Cable

RJ45 Ethernet Port

Mounting Screws

Rear Entry Signal Conduit Plug
Rear Entry Power Conduit Plug
Product Label
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LED Description

LED

Description

Power LED

Solid Green: The charger is on.

Off: The charger is off.

Flashing Yellow: Data is being transmitted and/or firmware
is upgrading.

Solid Yellow: Firmware upgrade has failed.

Solid Blue: Data transmission has failed; will turn solid green
in five seconds (see above).

Internet
Connection LED

Solid Green: The charger is connected to the Internet.

Off: The charger is not connected to the Internet.

Flashing Green: The charger has joined the DLB (Dynamic
Load Balancing) network.

Charging LED

Solid Blue: An EV is connected.

Flashing Blue: A schedule is active.

Flashing Cyan: The charger is reserved.
Flashing Green: An EV is charging.

Solid Orange: A recoverable error has occurred.
Solid Green: A charge session has ended.

Off: No EV connected.

Solid Red: An irrecoverable error has occurred. (Please
contact support.)

Bluetooth
Connection LED

Flashing Green: The charger is connected to a mobile device
via Bluetooth.

Flashing Blue: The charger is connected to VCI (Vehicle
Communication Interface) via Bluetooth.

Flashing Cyan: The charger is connected to a mobile device
and a VCI device simultaneously via Bluetooth.

Off: The charger is not connected via Bluetooth.




2.2 Options

Display

A. Ambient Light Sensor — detects ambient brightness
B. Display

C. Energy Pulse Output (Infrared Ray)

D. SIM Card Socket

(Available on chargers with 4G function.)

)




Cable Model

Charging Handle Safety Lock — Press to release charging handle from its cradle

F. Charging Handle, Type 2
G. Cradle
H. EV Charge Cable
S
AUTEL
F o ® 6 © &
(With holster) (Without holster)
@ NoTE

® Drape the EV charge cable over the top of the MaxiCharger and dock the connector in
its holster when not in use. See the figure above.

® The maximum length of the EV charge cable is 7.5 meters.

Socket/Shutter Model
. Socket/Shutter, Type 2




2.3 Description of the Display

© IMPORTANT

This section is only applicable to chargers with a display.

Function Buttons

Button Description

Cost Details Tap to view the charging cost.

Language Tap to choose your language for the charger.
Stop Tap to stop a charge session.

OK Tap to confirm the information on the screen.
Back Tap to return to the previous screen.

2.3.1 Boot Screen

The display shows the Boot screen while the charger starting up.



2.3.2 Standby/Authorization Screen

Total Energy: 464.697kWh

Scan QR Code to Charge Swipe Card to Charge

1.  Top screen — displays total delivered energy, time, signal strength, and Bluetooth
connection

2. Middle screen — provides two authorization methods: QR code or RFID card
3. Bottom screen — tap to view the charging costs and choose your language

The display shows the Standby/Authorization screen when the charger is in idle status,
indicating that the charger is ready for use. When this screen appears, choose an
authorization method (QR code or RFID card) to start a charge session.

2.3.3 Preparing to Charge Screen

Total Energy: 464.697kWh

Time remaining

30s




2.3.4 Charging Screen

The Charging screen appears during the charge session.

Total Energy: 464.697kWh

12.483 01:02:53

A BN ) \ Energy (kWh) Duration

~ N e 34.97 21.4

Cost ($) Power (kW)

230 31.8

Voltage (V) Current (A)

1.  Top screen

2. Main Charging screen — shows the real-time charging progress, the SOC value, and
other charging information including energy, duration, current cost, power, voltage, as
well as current per phase.

3.  Stop button — tap to stop the charge session

2.3.5 Transaction Details Screen

When the charge session ends, the Transaction Details screen will appear.

Tap the OK button to confirm your transaction details.

Total Energy: 464.697kWh
Transaction Details
Transaction ID 1234567890
Start time 2021/06/17 9:31:22
Stop time 2021/06/17 9:39:22

Duration 8 min

Energy 22.00kwh

Cost CNY ¥12.2
Stop reason Charging stopped

[ ——————

OK (60s)

10



2.3.6 Device Information Screen

Total Energy: 464.697 kWh

Device Information
Serial number AE0007A1GMBC00249V
Product model MaxiCharger
Power board
Control board
Display LGS0101_V0.99.01
Meter version V00.25 (Checksum:99A2)

Time zone

The actual Device Information screen may differ.

2.3.7 Error Screen

The display shows different error messages depending on the error type.

The charger fails to start a charge session:

Failed to start charging

Reason: Backend communication
timed out.

Tap the OK button to confirm the message.

11



An error has occurred with the charger. Contact Autel support.

Total Energy: 464.697kWh

faulty. Please tact the administrator.

Reason: overvoltage

Language

12



2.4 Wiring Diagram for the MCB, RCD, and

Emergency Stop
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Figure 2-1 MCB + RCD + Emergency Stop View (for 7.4 kW device)
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Figure 2-2 MCB + RCD + Emergency Stop View (for 11/22 kW device)
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Figure 2-3 Connection Diagram

The actual connection among the MCB, RCD, emergency stop, and the charger are as
shown above. This diagram applies to 7.5 kW, 11 kW, and 22 kW models.

1. MCB +RCD
2. Emergency Stop

14



