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Unloading&Unpacking Instruction



Precautions for Container Unloading
01

Unloading should be carried out at a dock with a height of 1.3–1.4 
meters. The height difference between the container floor and the dock 
must not exceed 10 cm. If the difference exceeds 10 cm, it may prevent 
the goods from being unloaded smoothly and cause damage.
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Distence between the container floor and the dock≤10cm

≤10cm

1.1 

Pre-unpacking Preparation: Safety helmet, safety shoes, cut-resistant 
gloves, utility knife or scissors. Safety regulations must be observed 
during operation.

1.2
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2. Specific Operational Steps:

Information Check: Before unpacking, confirm that the component 
information on the packaging matches the order details

2.1 

 Tool Preparation: Unfold and assemble the unpacking assist frame 
(raise the vertical support  and insert the lower end of the inclined 
support into the base slot).

2.2 
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Frame Adjustment to Position 1 or 2: After adjustment, secure it with 
Pin 1.When the inclined support is placed in Position 1 or 2 of the slot, 
the corresponding frame tilt angles are approximately 6° and 8°, 
respectively.
For normal unpacking conditions (flat ground, no wind), Position 1 is 
recommended.
Position 2 should be used when on-site conditions require a steeper 
tilt angle for unpacking

2.3 

Pin1

Insert the adjusted frame into the pallet to the position shown in the 
figure below. Ensure the frame is flush against the packaging, with 
one end extending from the bottom of the pallet. Then, insert Pin 2 to 
lock the module pallet in place.

2.4 

Pin2
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Remove the outer packaging: First, remove the protective film from 
the exterior of the box. Then, cut and remove all the packing straps 
surrounding the outer box.

2.5 

Remove the cardboard box: Take off the cardboard box. One piece of 
packaging cardboard can be retained between the module and the 
frame for protection.

2.6 
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Remove the box lid.2.7

 Cut all horizontal packing straps.2.8
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Cut the remaining vertical packing straps, but leave one strap that 
is not connected to the pallet uncut.

2.9

Gently push the module so that it rests against the frame, and then 
cut the final remaining strap.

2.10
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Two persons should lift the module from its long sides and transport it 
in sequence.

2.11
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When placed horizontally, the topmost and bottommost modules must 
face outwards. All other modules should be placed face down. The 
maximum stack height must not exceed 33 modules.

2.12
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